BRAVA SLATE

FIELD UNDERLAYMENT
AND ROOF DECK NOT
SHOWN FOR CLARITY

OVERLAP VALLEY

VALLEY
UNDERLAYMENT

LOCATE FASTENERS

APPROX. 5" FROM
CENTER OF VALLEY

SOLID TILE
3/16" GAP (TYP.)

METAL

10" WIDE MIN. "W" STYLE
1" CENTER CRIMP VALLEY
SHEET-METAL 24-26
GAUGE RECOMMENDED.

A, | CLOSED VALLEY

DETAIL NO.

BS-1

BRAVA ...~

NOT DRAWN TO SCALE
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BRAVA SLATE

HEMMED EDGE

CONTINUOUS
N STRIPPING PLY ON

BOTH SIDES

WETAL CLP APPROK T CoTEs o
TWO FASTENERS

PER CLIP

OPTION 1 OPTION 2

FIELD UNDERLAYMENT
AND ROOF DECK NOT j\
SHOWN FOR CLARITY

VALLEY METAL FABRICATED
FROM MIN. 20" WIDE SHEET
LAP VALLEY METAL MIN. 8"

EXTEND TILES 5" MIN. OVER

VALLEY METAL

3/16" GAP (TYP.)

4" MIN

SOLID TILE

"DOUBLE W"-STYLE: 1"
CENTER CRIMP
DOUBLE W STYLE: 1-1/2"
CENTER CRIMP

VALLEY
UNDERLAYMENT

A

OPEN VALLEY DETAIL

DETAIL NO.

BS-2

BRAVA

BRAVA SLATE

NOT DRAWN TO SCALE
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BRAVA SLATE

3/16" GAP (TYP.)

,, 12" x 22" FIELD SLATE

15/32" CDX PLYWOOD
OR 7/16 OSB W/ 3:12
MIN. SLOPE

10" MAX.
EXPOSURE
ICE & WATER
SHIELD

A

1" RAKE OVERHANG

FIELD TILES

1/2" EAVE OVERHANG

\ STARTER COURSE

12" X 12" W/2
FASTENERS

RING SHANK ROOFING NAILS OR
SCREWS FASTENED IN THE
LOCATORS.

L- OR T-TYPE DRIP GUTTER BY OTHERS
EDGE METAL

NOTES:

1. THIS DETAIL SHOWS ONE TYPE OF GUTTER SUPPORT. GUTTER SECUREMENT AND SUPPORT OPTIONS VARY.
2. SOLID SLATE RECOMMENDED AT RAKE EDGES AND VALLEYS.

~ ™ | EAVE WITH GUTTER DETAIL 853

B R A v A BRAVA SLATE NOT DRAWN TO SCALE
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12" X 22" FIELD SLATE

o UNDERLAYMENT

//////// // APPROX. 1" OVERHANG

/‘ WITH L-TYPE DRIP
' EDGE METAL

FASTENERS

L- OR T-TYPE DRIP
EDGE METAL

~™ | RAKE DETAIL BS4
B R AVA BRAVA SLATE NOT DRAWN TO SCALE
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ONE PIECE HIP & RIDGE CAPS
-LOW: 4:12 OR LOWER
-STANDARD: 5:12 - 10:12
-STEEP: 11:12 OR HIGHER

FASTENERS COVERED BY
SUCCEEDING RIDGE CAP
SLATE

10" MAX

RIDGE VENT

UNDERLAYMENT
WRAPPED OVER
RIDGE

3/16" GAP (TYP.)

DETAIL NO.

~™ | RIDGE DETAIL BS.5
B R A V A BRAVA SLATE NOT DRAWN TO SCALE
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HIP CAPS

UNDERLAYMENT
WRAPPED
OVER HIP

-LOW: 5:12 OR LOWER

SLATE FIELD

-STANDARD: 6:12 - 14:12
-STEEP: 15:12 OR HIGHER

8" STRIP OF SELF-ADHERING
MEMBRANE

o,

HIP DETAIL

DETAIL NO.

BS-6

BRAVA

BRAVA SLATE

NOT DRAWN TO SCALE
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BRAVA SLATE

1.

2.

TWO-PIECE
SHEET-METAL

COUNTERFLASHING—
OVERLAP FLASHING

MIN. 2"

SHEET-METAL
FLASHING WITH
HEMMED EDGE

EXTEND

HEMMED EDGE TO
MAINTAIN SLATE

EXPOSURE OR
MIN. 3"

SLATE FIELD TILE

NOTES:

3/16" GAP (TYP.)

WALL SIDING/
CLADDING NOT
SHOWN FOR CLARITY

BUILDING WRAP—
OVERLAP
COUNTERFLASHING
MIN. 2"

APPROPRIATE
FASTENERS

UNDERLAYMENT
TURNED
UP WALL

FOR SECUREMENT AND JOINERY INFORMATION FOR SHEET METAL AND COUNTERFLASHING, REFER TO THE NRCA ROOFING MANUAL:
ARCHITECTURAL METAL FLASHING AND CONDENSATION AND AIR LEAKAGE CONTROL.

REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.

BRAVA

AN

HEADWALL DETAIL

DETAIL NO.

BS-7

BRAVA SLATE

NOT DRAWN TO SCALE
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BRAVA SLATE

APPROPRIATE
FASTENERS

MAINTAIN 1"
ABOVE ROOF
SURFACE

UNDERLAYMENT
TURNED UP WALL

NOTES:

WALL SIDING/CLADDING
NOT SHOWN FOR CLARITY

BUILDING WRAP—OVERLAP
COUNTERFLASHING MIN. 2"

TWO-PIECE SHEET-METAL
COUNTERFLASHING—
OVERLAP STEP

FLASHING MIN. 2"

SHEET-METAL STEP
FLASHING AT EACH
COURSE

SLATE FIELD TILE

1. FOR SECUREMENT AND JOINERY INFORMATION FOR SHEET METAL AND COUNTERFLASHING, REFER TO THE NRCA ROOFING MANUAL:

ARCHITECTURAL METAL FLASHING AND CONDENSATION AND AIR LEAKAGE CONTROL.

A SIDEWALL FLASHING WITH

DETAIL NO.

TWO-PIECE COUNTERFLASHING BS-8

BRAVA ...~

NOT DRAWN TO SCALE
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BRAVA SLATE

_ PIPE
OPTIONAL: PENETRATION
SEALANT FLASHING

LAP UNDERLAYMENT
OVER FLASHING

UNDERLAYMENT

SECTION

FIELD UNDERLAYMENT AND ROOF
DECK NOT SHOWN FOR CLARITY

SOFT-METAL FLASHING SLEEVE—ROLL
INTO PIPE APPROX. 1"

LAP UNDERLAYMENT OVER
FLASHING FLANGE

SLATE FIELD TILE

N
/ 3/16" GAP (TYP.)

DETAIL NO.

A VENT PIPE PENETRATION
BS-9

B R A v A BRAVA SLATE NOT DRAWN TO SCALE
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BRAVA SLATE

SHEET-METAL COUNTERFLASHING

STEP FLASHING—BOTH
SIDES OF CHIMNEY

SEALANT
\1 X

SHEET-METAL
COUNTERFLASHING

SHEET-METAL
APRON FLASHING
WITH HEMMED EDGE
3" MIN.

@ APRON FLASHING AT MASONRY CHIMNEY

NOTES:

1. THIS DETAIL APPLIES TO CHIMNEYS WIDER THAN 30 INCHES.

ARCHITECTURAL METAL FLASHING AND CONDENSATION AND AIR LEAKAGE CONTROL.
3. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.
4. WHEN FASTENING INTO MASONRY, AIM TO PLACE FASTENERS IN BRICK AT LEAST 6 INCHES FROM EDGE.

==X
. .b/ —

3" MIN. BOTH SIDES
OF CRICKET

CRICKET FLASHING
WITH HEMMED
EDGE—SOLDER OR
SEAL CORNERS

LAP
UNDERLAYMENT
OVER FLASHING

-|v| ETAL

UNDERLAYMENT
TURNED UP WALL 4" MIN.

SHEET-METAL STEP
FLASHING 6" X 6"

SOLDER OR
SEAL CORNERS

SLATE FIELD TILE

FOR SECUREMENT AND JOINERY INFORMATION FOR SHEET METAL AND COUNTERFLASHING, REFER TO THE NRCA ROOFING MANUAL:

A CHIMNEY WITH CRICKET FLASHING

DETAIL NO.

BS-10

BRAVA

BRAVA SLATE

NOT DRAWN TO SCALE
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BRAVA SLATE

SHEET-METAL COUNTERFLASHING

STEP FLASHING—BOTH
SIDES OF CHIMNEY

SEALANT

SHEET-METAL
COUNTERFLASHING

3/16" GAP (TYP.)

SHEET-METAL
APRON FLASHING
WITH HEMMED EDGE
3" MIN.

@ APRON FLASHING AT MASONRY CHIMNEY

NOTES:

1. THIS DETAIL APPLIES TO CHIMNEYS THAT ARE 24 INCHES WIDE OR LESS.

ARCHITECTURAL METAL FLASHING AND CONDENSATION AND AIR LEAKAGE CONTROL.
REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.
WHEN FASTENING INTO MASONRY, AIM TO PLACE FASTENERS IN BRICK AT LEAST 6 INCHES FROM EDGE.

SHEET-METAL
CRICKET FLASHING
WITH HEMMED
EDGE—SOLDER OR
SEAL CORNERS

LAP
UNDERLAYMENT
OVER FLASHING

UNDERLAYMENT
TURNED UP WALL 4" MIN.

SHEET-METAL STEP
FLASHING 6" X 6"

SOLDER OR
SEAL CORNERS

SLATE FIELD TILE

FOR SECUREMENT AND JOINERY INFORMATION FOR SHEET METAL AND COUNTERFLASHING, REFER TO THE NRCA ROOFING MANUAL:

DETAIL NO.

A CHIMNEY WITH BACKER FLASHING

BS-11

(30 INCHES WIDE OR LESS)
BRAVA

NOT DRAWN TO SCALE

BRAVA SLATE
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BRAVA SLATE

SKYLIGHT—TOP OF
CURB MIN. 4" ABOVE
ROOF SURFACE

SEALANT

FLASHING

AT CURB

NOTES:

LAP UNDERLAYMENT
OVER FLASHING
FLANGE

STEP FLASHING

I—BACKER FLASHING

%x

TURN UP UNDERLAYMENT

\
A X
3" MIN. APRON % N

\/
3/16" GAP (TYP.) !

SLATE FIELD TILE

1. INSTALL CRICKET AT SKYLIGHTS WIDER THAN 30 INCHES.

SKYLIGHT FLANGE—
OVERLAP STEP
FLASHING APPROX. 2"
OR INSTALL
COUNTERFLASHING

AN

CURB-MOUNTED SKYLIGHT

DETAIL NO.

BS-12

BRAVA

BRAVA SLATE

NOT DRAWN TO SCALE
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BRAVA SLATE

NOTES:

1. COMPATIBILITY OF UNDERLAYMENT AND LOW-SLOPE MEMBRANE SHOULD BE CONSIDERED.
2. REFER TO THE INTRODUCTION OF THE CONSTRUCTION DETAILS CHAPTER FOR ADDITIONAL INFORMATION.

12" X 12" STARTER COURSE

ROOF DECK

ROOF SYSTEM EXTENDED
ABOVE TRANSITION - BY OTHERS

STARTER/FIRST COURSE
SHALL COVER BASE
FLASHING

SLATE HELD BACK
10" MIN.

o,

STEEP- TO LOW-SLOPE ROOF
SYSTEM TRANSITION

DETAIL NO.

BS-13

BRAVA

BRAVA SLATE

NOT DRAWN TO SCALE
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